ARCS SMET Datalogger and Sensor Field Calibration Form

I. Calibration information

CAL(SMET)-0001

Calibration Field
Calibration Check Calibration
This is a (check which): X
Date: GM'I_' Be.gln GMT E.nd GM_T E.nd ARCS #
Time: Date: Time:
9/6/2004 4:20 9/6/2004 5:06 3
MM/DDIYY MM/DD/Y'Y
Instrument / System: TWP OMS Part Number(s): TWP OMS Serial Number(s):
SMET Data Logger Campbell23X 5964
Current Configuration Version: New Configuration Version
V040524.0 V040907.0
Location
(eg. PNNL, Manus): Participant(s): Issued by: Signature(s):
Darwin Troy and Rex
Reference Instrument(s): TWP OMS Part Number(s): TWP OMS Serial Number(s)
Fluke 8842A Voltmeter 8842A
Anemometer Drive 18801 001
Vane Angle Bracket 18212 OMS 12001469
T/RH Indicator / Probe HMI41 / HMP41/45 T1210149/T1510001
Digital Barometer PTB220A X1130003
Rain Calibragtor TST-800 046
Reference Thermometer YSI-4600 98B101084
Spare T/RH Probe
Chilled Mirror BA2/TP3 CMm1
Verify that reference instruments' serial numbers above are correct or modified(check box if true) X
Verify that SMET instruments' serial numbers below are correct or modified(check box if true) X
Correct system time and date X
Document(s) Referenced: Document(s) Updated:
PRO(DAQM)-005.001 PRO(DAQM)-005.007
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Initial Values Reference: Reading: Reference: Reading: ReferSHieSMETRO0Ghg:
Sensor / Element: Target Actual or Target Actual or Target Actual or
Serial Number: Actual Range Actual Range Actual Range
SMET/WindHi 1 a a
Vane/Prop 10Hz / 1ms m/s 40Hz / 4ms m/s 80Hz / 8ms m/s
49706/76833 200 rpm 1.3 800 rpm 4.2 1600 rpm 8.1
SMET/DirectionHi
Vane/Prop 10 deg. 45 deg. 90 deg. 180 deg. 270 deg. 355 deg.
49706/76833 8.2 43.1 88.8 181.2 270.1 352.2
SMET/WindLo 10Hz / 1ms™ m/s 40Hz / 4ms™ m/s 80Hz / 8ms™ m/s
Vane/Prop z/1lms z/4ms z/8ms
49704/76815 200 rpm 1.4 800 rpm 4.3 1600 rpm 8.1
SMET/DirectionLo
Vane/Prop 10 deg. 45 deg. 90 deg. 180 deg. 270 deg. 355 deg.
49704/76815 10.16 46.6 90.21 180.2 271.2 354.8
SMET/Barometer mb mb bbss mb
V0440001 1008.2 1010.1
Vaisala HMI Tower Vaisala HMI
SMET/Temperature YSI 95H 31 or 41 YSI 95H Probe YSI 95H 31 or 41
W0120011 29.56 28.50 31.20
SMET/RH % nlv“/:l o Probe nlv“/:l o Probe Chilled-Mirror Probe
W0120011 45.5 54.2
before before
attaching After attaching After scaled
SMET/ORG : unscaled .
calibrator calibratorm mm/hr
mV
mV m/hr
2030210 less 85 mV 3175.6 0 216.8
Were there calibration changes? (yes / no) no

NOTES:

Rex used Loggernet PC. Connect screen, select SMET connect. Clicked numeric 1. Add
inLocs_n1, Select Up_ WS_MS, UP_WS HZ, UP_WDIR, LO WS _MS,LO WS _HZ, LO_WDIR,
TEMP, RH, PCP_Rate, PCP_MV. Then to get one second updates for calibration, select options
and update interval to 1s000ms, 1 decimal placed. These will be stored in numeric 1. Remember

to disconnect from logger or no data will be taken.
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lll. Calilbration Change(if applicable)

CAL(SMET)-0001

Internal Original
Sensor or Parameter Sensor Serial No. Resistance Sensitivity Offset Quadratic
(Ohms) (Volts/Unit)
Old Old Old Old Old
New New New New New
IV Final Values
Reference: Reading: Reference: Reading: Reference: Reading:
Sensor / Element: Target Actual or Target Actual or Target Actual or
Serial Number: Actual Range Actual Range Actual Range
SMET/WindHi
Vane/Prop 10Hz / 1ms™ m/s 40Hz / 4ms™ m/s 80Hz / 8ms™ m/s
49706/76853 200 rpm 1.3 800 rpm 4.2 1600 rpm 8.1
SMET/DirectionHi
Vane/Prop 10 deg. 45 deg. 90 deg. 180 deg. 270 deg. 355 deg.
49706/76853 8.2 43.1 88.8 181.2 270.1 352.2
SMET/WindLo 1 1 a
Vane/Prop 10Hz / 1ms m/s 40Hz / 4ms m/s 80Hz / 8ms m/s
49704/76815 200 rpm 1.4 800 rpm 4.3 1600 rpm 8.1
SMET/DirectionLo
Vane/Prop 10 deg. 45 deg. 90 deg. 180 deg. 270 deg. 355 deg.
49704/76815 10.16 46.6 90.21 180.2 271.2 354.8
SMET/Barometer mb mb bbss mb
V0440001 1008.2 1010.1
Valisala HMI Tower Vaisala HMI
SMET/Temperature YSI 95H 31 or 41 YSI 95H Probe YSI 95H 31 or 41
W0120011 29.56 28.50 31.20
SMET/RH % e Probe e Probe Chilled-Mirror Probe
W0120011 45.5 54.2
before before
attaching After attaching After scaled
SMET/ORG : unscaled .
calibrator calibratorm mm/hr
mV
mV m/hr
2030210 less 85 mV 3175.6 0 216.8
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V Statistics(if applicable) CAL(SMET)-0001
CF Range Uncertainty
No. of Samples: Std. Dev. % %

PROBLEMS:
Initially set rotate motor to counter clockwise instead of clockwise.
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